
Архангельск (8182)63-90-72  
Астана +7(7172)727-132  
Белгород (4722)40-23-64  
Брянск (4832)59-03-52  
Владивосток (423)249-28-31 
Волгоград (844)278-03-48  
Вологда (8172)26-41-59  
Воронеж (473)204-51-73  
Екатеринбург (343)384-55-89 
Иваново (4932)77-34-06  
Ижевск (3412)26-03-58 
Казань (843)206-01-48  

Калининград (4012)72-03-81 
Калуга (4842)92-23-67  
Кемерово (3842)65-04-62  
Киров (8332)68-02-04  
Краснодар (861)203-40-90 
Красноярск (391)204-63-61 
Курск (4712)77-13-04  
Липецк (4742)52-20-81  
Магнитогорск (3519)55-03-13  
Москва (495)268-04-70  
Мурманск (8152)59-64-93  
Набережные Челны (8552)20-53-41 

Нижний Новгород (831)429-08-12 
Новокузнецк (3843)20-46-81  
Новосибирск (383)227-86-73  
Орел (4862)44-53-42  
Оренбург (3532)37-68-04  
Пенза (8412)22-31-16  
Пермь (342)205-81-47  
Ростов-на-Дону (863)308-18-15  
Рязань (4912)46-61-64 
Самара (846)206-03-16  
Санкт-Петербург (812)309-46-40  
Саратов (845)249-38-78  

Смоленск (4812)29-41-54  
Сочи (862)225-72-31  
Ставрополь (8652)20-65-13 
Тверь (4822)63-31-35  
Томск (3822)98-41-53  
Тула (4872)74-02-29  
Тюмень (3452)66-21-18  
Ульяновск (8422)24-23-59  
Уфа (347)229-48-12  
Челябинск (351)202-03-61  
Череповец (8202)49-02-64  
Ярославль (4852)69-52-93 
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General
When the liquid to be measured is edible, a meter needs to have a
configuration that sanitary process such as cleaning, sterilization and drying is
easy and complete. Milk Meter is designed to have no pocket inside and have
a configuration that fully meets sanitary requirements; therefore, not only
highly accurate metering but also the processes of disassembly, cleaning,
sterilization, assembly, etc. can be achieved easily.

Features
• High accuracy: ±0.5% RD or ±0.2% RD

• Easy to disassemble and assemble

• Cleaning In Place (CIP) is possible.

• Sanitary finish conforming to Food Sanitation Law is adopted for both
inside and outside of the instrument.

Major specifications
Nominal size 40, 50, 65mm

Connection Clamp joint (standard) or screw joint

Flow range 0.4 to 30m3/h (3 types)*

Operating temp. range –10 to +60°C

Max. operating pressure 0.98MPa

Accuracy Within ±0.5% or ±0.2% of reading

Power supply Not necessary (Power supply is required for output furnished model.)

Body material SCS14A

Output Pulse (Option)

Configuration Explosionproof and also output type is available.

Applicable fluids Liquid food (dairy products, brewery products, fat, fresh water, cold drink, etc.)

*: 2 to 5 mPa·s in viscosity

 Positive Displacement Flowmeters  MILK METER
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